NOTE: ALL SURVEY POINTS SHALL BE PLACED AT FINISHED GRADE

CAST CROSS IN TOP

BRASS DISC OR DRILL HOLE \( \frac{1}{2} \)" DIA. x \( \frac{1}{4} \)" DEEP

PUNCH MARK

MIN. 5/8" IRON PIN (#5 REINF.) OR 1" IRON PIPE

3" MIN.

4–3/8" REINF. BAR

3,000 P.S.I CONCRETE

42" MIN.

3,000 P.S.I CONCRETE

OPEN SPACE CONCRETE MONUMENT

IRON PIN OR IRON PIPE

CONCRETE MONUMENT

CAST IRON FRAME & COVER FOR TOWN BOUNDARY MARKER MIN. WGT. 62 lbs. - CONFORM TO AASHTO - M105 CLASS 25 (TO BE APPROVED BY TOWN ENGINEER)

PLAN VIEW

COVER DIM. 12" x 12"

BIT. CONC.

1/4" DEPRESSION

NOTE: 18" COPPER-COVERED STEEL SURVEY MARKERS MAY BE USED IN LIEU OF MONUMENT LOCATED IN DRIVEWAY. CUT-SHEET/SPECIFICATIONS TO BE SUBMITTED TO TOWN ENGINEER FOR APPROVAL.

STREETLINE MONUMENT IN PAVEMENT COVER DETAIL

NOT TO SCALE

TOWN OF SOUTH WINDSOR STANDARD DETAIL

MONUMENTATION DETAILS

MARCH, 2005

REVISED:

APPROVED PUBLIC WORKS DIRECTOR

SD–17 MONUMENTATION.DWG